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We look forward to bringing you exclusive innovations 
and distinctive products this year and beyond.

www.nunndesign.com

®

How to Punch and Stitch a Deerskin Lace Necklace - Tie One On!
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NUNN DESIGN SUPPLIES:
0” of 5mm Deerskin Lace Chocolate (dsl5c-b)
2” of 5mm Deerskin Lace Chocolate (to create 
a punching template)
1 Foot of Waxed Thread
3 Jumprings 9mm Textured Circle Antique 
Silver (jr9tc-sb)
2 Jumprings 6mm Textured Circle Antique 
Silver (jr6tc-sb)
1 Toggle Ring Contemporary Antique Silver 
(trc-sb)
1 Toggle Bar Contemporary Antique Silver 
(tbc-sb)
1 Charm of Choice

TOOLS NEEDED: 
1 Leather Stitching Needle
2 Pair of Needle Nose Pliers
1 Leather Hole Punch Pliers
1 Pair of Scissors

OTHER:
1 Pencil

How to Punch and Stitch a Deerskin Lace Necklace - Tie One On!
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How to Punch and Stitch a Deerskin Lace Necklace - Tie One On!

STEP 1:  (Image 3)
It is easiest to punch the Deerskin Leather when it is flat, instead of folded over. By 
creating a punching template you will be able to punch holes into the Deerskin Lace 
consistently in the same place each time. This allows the holes to line up when the 
leather is folded over and stitched together. Fold the 2” piece of leather in half and 
make sure the edge of the Deerskin Lace is evenly lined up. Using the Leather Hole 
Punch Pliers, punch the first hole ¼” from the fold mark and in the center of the 
Deerskin Lace. Punch the second hole approximately 1/8” away from the first hole. 
Unfold the 2” strip. If the holes didn’t punch all the way through the leather on all 4 
holes, punch the leather through with the Leather Hole Punch Pliers again. Now you 
have the Punching Template. 

STEP 2:  (Image 4)
Once you have the Punching Template, you will use it to consistently mark with a 
pencil where to punch the holes on both ends of the 20” of Deerskin Lace. Lay the 
Punching Template onto the table. Line up one of the ends of the 20” Deerskin Lace 
right under the Punching Template. Use the pencil to indicate where the holes should 
be punched by using the template as the guide. Repeat and mark the other end of the 
20” strip of Deerskin Lace.

STEP 3:  (Images 5-6)
Once you have pencil marks indicating where the holes should be punched on both of 
the ends of the Deerskin Lace, you are ready to start punching with the Leather Hole 
Punch Pliers. It is easiest to punch the hole in the Deerskin Lace starting with the hole 
furthest from the end. Punch all 4 holes into the Deerskin Lace. Repeat on the other 
end. See how when you fold over the ends, the holes will line up? Cool huh?

STEP 4:  (Images 7-9)
Time to start stitching. Thread the Waxed Thread onto the Stitching Needle. Fold over 
one of the ends of the 20” Deerskin Lace that was punched in Step 3. I like to have 
the smooth side of the leather face up and the suede side of the leather facing down. 
We will be stitching the Deerskin Lace twice to get a good strong secure stitch. Start 
with threading the needle down through the top, leaving about 1” of thread as excess 
(for tying the knot at the end). Thread back up from the bottom and pull tight. Thread 
back down through the Deerskin Lace and back up again. Tie a knot and trim away 
the excess. Repeat for the other end.

STEP 5:  (Images 10-12)
Time to assemble the findings onto the Deerskin Lace. Using the 2 pair of needle 
nose pliers, open one of the 9mm Textured Jumprings. Thread on the Deerskin Lace 
to the 9mm Textured Jumpring. Hold again at 3 o’clock and 9 o’clock and close the 
gap in the jumpring by pushing with one and pulling with the other, creating a closure. 
Thread on the 6mm Textured Jumpring onto the 9mm Textured Jumpring as well as 
the Toggle Bar Contemporary. Close the 6mm Textured Jumpring attaching the 9mm 

STEP 6:  (Image 13)
Attach the charm of choice by opening the 9mm Textured Jumpring and threading it 
onto the Toggle Ring Contemporary and closing it back up.

That is all she wrote.  Now you have learned how to Tie One On!!!

We have a lot to offer and would love for you to stay connected! 
•  Take a moment to cruise through our blog!  -->  www.nunndesign.com/blog
•  Follow Nunn Design on Pinterest!  -->  www.pinterest.com/nunndesign
•  Please Like us on Facebook.   -->  www.facebook.com/nunndesign


